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SUMMARY :

At the request of Dr. Jesse Aronstein, Consulting Engineer,
a meeting between the CPSC staff and Dr. Aronstein took place for
the purpose of discussing his views on the subject of twist-on
wire connectors for aluminum wire. Following the meeting with
Dr. Aronstein, a general discussion of this topic took place with
others in attendance. See attached meeting agenda.

Dr. Aronstein reviewed the history of experience of twist-on

wire splicing connectors with aluminum wire. He pointed ocut the
widely disseminated information on pigtailing with twist-on wire
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connectors provided in a statement prepared by a UL Ad Hoc
Committee dated March, 1973. Dr. Aronstein also shared his view
that the metal spring contained within twist-on connectors
provides a significant path for electric current as the current
passes from wire to wire.

Dr. Aronstein was critical of the Underwriters Laboratories
(UL) Standard for Safety, UL 486C, Splicing Wire Connectors, with
regard to the requirements for connecting aluminum wires. He
presented a comparison of the provisions in the UL standard
versue what he considered more real-world field conditions to
support his position. He compared the higher test currents and
test duty cycles specified in the standard to leower currents and
lower duty cycles likely to be encountered in normal service. He
cited the laboratory ambient conditions that would be used during
testing per the standard compared to the 100% relative humidity
conditions and the 80 degrees C change-in-temperature that often
takes place in outlet boxes in residences.

Dr. Aronstein further compared the mechanical disturbance
requirements of UL 486C, the aluminum conductor specified in the
standard, the wire combinations tested, and the gquantity of the
connectors required to be tested. He compared the specifications
in the standard to what he viewed as conditions, materials and
values likely to be representative of actual service conditions.

Dr. Aronstein indicated that he would make available for the
meeting minutes copies of materials that he presented at the
meeting. A copy of his material is attached.

Dr. Aronstein provided his recommendatiocn for a method to
more satisfactorily comnect aluminum wires with a twist-on
connactor. He advocated the use of a non-combustible inhibitor,
vut said that inhibitor alone was not the answer. Ee further
advocated abrading the wire surfaces after the application of a
small amount of inhibitor to the wire surfaces. He then
recommends pre-twisting the wires together in a tight bundle with
the aid of a heavy duty electrician's pliers, and trimming off
the ends of the wires so that exposed aluminum will be contained
within the insulated twist-on connector. He cited the need for a
"1ive gpring connector" that will maintain contact pressure on
the conductors during use.

Dr. Aronstein reported that his initial testing of the new
twist-on wire connector introduced earlier this year indicates
that the connector does not maintain a low resistance, stable
contact. Previous work performed by Dr. Arcnstein and others on
similar types of connectors have demonstrated that unless low
resistance conductor-to-conductor contact is achieved and
sustained, fallures have occurred in a substantial number of
aluminum-wired connections in less than a year of test time using
currente at or below the circuit rating and with on-off duty
cycles of less than 50%. This could lead to poor field
experience in the future, and manifest into a fire hazard in the



years of anticipated service life.

A representative of the manufacturer of the new twist-on
wire connector, Mr. Phil Sawyer, Ideal Industries, Inc., provided
comments following the remarks of Dr. Aronstein. Mr. Sawyer
indicated that his company trusts and relies on the Naticnal
Electrical Code and Underwriters Laboratories, Inc. for safety
requirements applicable to their product. He said that his
company introduced the "Twister" Al/Cu wire connector in
February, 1995, bkelieving that it "is completely safe when
installed in accordance with directions.™

Mr. Sawyer confirmed that, despite initial marketing
materials that may have indicated otherwise, it is not the
intention of Ideal Industries that the Ideal "Twister" be applied
as a retrofit for completely modifying aluminum wiring systems in
-~ existing residences. In this regard, Mr. Sawyer indicated that
his company's product is not in conflict with the recommendations
of the CPSC which advocates rewiring aluminum wiring systems with
copper wiring or the use of special compression connectors
manufactured by AMP, Inc. The Ideal company represents their
product as a method to connect to the pigtail leads of a ceiling
paddle fan, a light fixture, or wiring device when the user is
not prepared to completely modify the branch circuit aluminum
wiring system as recommended by the CPSC.

Mr. Dan Friedman, representing the American Society cf Home
Inspectors (ASHI), commented that he viewed the Ideal "Twister"
product as one of limited applicaticons in homes. For &dny
application, he stressed the need for product evaluation by the
manufacturer that duplicates field conditions, including product
disturbance and load current.

Mr. Bob Baird, representing the Independent Electrical
Contractors Association (IEC), expressed a willingness to provide
information to their membership in the form cf training materials
regarding the recommended methocds of connecting branch circuit
gize aluminum conductors in existing residences.

In response to the requests of Underwriters Laboratories and
Ideal Industries, Inc., copies of material from these companies
that address CPSC staff concerns regarding twist-on connectors
for use with aluminum wire are attached tc this meeting log.

Mr. King, CPSC staff, concluded the meeting by indicating
that the CPSC staff sincerely appreciates the visit by Dr.
Aronstein and the input from particpants in the discussion. He
further noted that the CPSC staff will continue to monitor
developments and interact with the manufacturer and UL on this
subject, and that the staff is not prepared at this time to make
recommendations to the Commission regarding revising the aluminum
wiring repair message for consumers. The CPSC staff is hopeful
that on-going tests by the manufacturer and others will provide
technical data which will enable CPSC to respond further. The
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CPSC Stafﬁ is considering a forum to develop recommendations for
consideration by Underwritérs Laboratories and any manufacturer
that may produce a connector intended for use with branch circuilt

size aluminum conductors in residences.



MEETING AGENDA
TWIST-ON WIRE CONNECTORS FOR ALUMINUM WIRE
SEPTEMBER 28, 1995
CP3SC HEADQUARTERS
ROOM 410
9:00 a.m.

MEETING WITH DR. JESSE ARONSTEIN

1. Experience Testing Twist-On Connectors

2. Fretting Corrosion

3. Connector Performance Stability

4. Environmental Conditions in Real World Situations
{(temperature, humidity, contaminants)

5. Characteristics of Aluminum Conductors Installed in Homesg °

6. Connector Materials

MEETING WITH ASSEMBLED GRQUP
FCR GENERAL DISCUSSION

1. Field Experiences

2. Test Data

~

3. 1Intended Applications for Twist-On Connectors
i
4. Long Term Performance Outlook

5. Other Considerations



{Material Submitted by Underwriters Laboratories, Inc.)

May 22, 1995

1. Wiring Used to Test the Connectors Differs From Wiring Installed in Many Homes -

UL-486C does require testing with the old technology conductors in certain sizes. See
paragraph 7.11. These were determined as the worst case conductors by a task force during the
development of the UL-486 Standards.

UL can obtain old technology solid conductors in sizes 10 and 12 AWG if additional testing
using these are agreed upon. These will be fresh samples and not removed from existing buildings.
Testing with wire pulled from existing buildings is not feasible. It is difficuit to obtain and it does
not result in uniform and repeatable testing. Results of testing may vary from one building to the
next. The abuses and stresses that these conductors have been subjected to also cannot be confirmed,
thereby casting another variable into the results of any testing.

The manufacturer has performed the UL testing with the old technology aluminum
conductors. They have tesied with conductors representative of conductors in use during the 1960s
and 1970s. They have made copies of the carton information available detailing material grade and
age. (Ideal to furnish copies at meeting).

2. UL Standard for Twist-on Wire Connectors Lack Environmental Testing-

UL has addressed this point in past correspondence with the CPSC as well as others. UL
believes that UL-486C does discriminate a good connection from a bad connection by subjecting the
connector to a high current heat cycling test. This test has been proven ta be a very good
discriminator without having to additionally subject the connector to environmental testing.

UL has commented in the past that high humidity and high temperature conditioning are
extreme. Past work attempting to evaluate connections under these conditions were criticized
concerning the test methodology and repeatability.

The oxide inhibiting compound is used to remove the oxide and prevent its further formation
by excluding oxygen and moisture from the connection interface. This oxide inhibiting compound
seals the connection from the environment.

Additional testing would not appear to prove anything. However we could concede based
on Item 1 and try to agree upon a program with the manufacturer’s and CPSC’s assistance.

s

3. Connectors Likely to be Misapplied by Consumers-

Other products which are also acceptable for connecting aluminum could be also equally
misapplied. The CPSC states the tool for crimping the COPALUM connector is not available to
consumers. Consequently, this system is not being widely used. Existing reports from the field
show that the do-it-yourself consumers are not using the Copalum connection system as
recommended in the CPSC literature. They misapply other products. The high cost and lack of
availability of the existing recommended product results in their seeking alternatives. Some of these
alternatives have been the misuse of copper only rated products. The likelihood of improper
installation is very high when consumers are forced to make do with alternatives.
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The Ideal Model 65 connector is a complete product. It is foolproot in the sense that the user
cannot leave off the antioxidant compound since it is prefilled within the connector.

There is nothing unique or different in connecting aluminum wire for a twist on rated for
aluminum as opposed to a twist-on rated for copper wire only. The instructions are clear and do not
seem to be more inordinate or unique.

4. Anti-Oxidant Compound Used in the Connector is Flammable-

In order for the material to ignite, there must a source of ignition. There 1s no source of
ignition (i.e. no arcing parts).

The MSDS sheet is for storage of the material from excessive heat or direct exposure to open
flame. It is not meant to be a statement regarding use.

The alleged propensity to fail when using aluminum conductors has not been borne out.
Acceptable completion of the tests contained in UL 486C have demonstrated temperatures are low
(less than 50 C rise using higher than actual use currents). The basis of this statement must be from
past field reports on old technology products or from past studies criticizing old technology products.

The antioxidant compound seals the connection from oxidation and resulting excessive heat
due to poor connection. This particular antioxident is UL listed and is subjected to UL’s Foliow-Up
Program.

5. Connector Made of Flammable Thermoplastic Material-

The connector body is molded from material rated 94V-2. Once again there is no internal
source of ignition.

6. Connector Violates Principle of Safe Wire-to-Wire Electrical Splices-

There is a missiatement referring to the cap. It is the internal spring that connects the
conductors, not the cap (plastic shell). The spring itself is NOT the current carrying path. All twist-
ons including those rated for copper wire only do not require pre-twisting. When properly installed
the conductors interweave with one another. This interweave results in conductor to conductor
current flow. The steel spring is not the current path. If this were the case there would be many
more failures of twist-on connectors even when using copper wire only.

7. Aluminum Wires Installed in Homes Are Weak in Resisting Shear Fracture-

The potential damage to conductors cited are not unique to twist-ons. Such damage can also
occur o other types of connections including tool applied crimps. During the evaluation of all twist-
on connectors, UL performs installation and mechanical type testing. Breakage or shearing of any
stranding is not acceptable. There has been no field problems reported or experienced.
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8. Field Failures Involve Twist-On Connectors With Aluminum Wire-

The cited reports of failures appear to be from pre-UL486C products (UL-486C became
effective on January2, 1987). Special service connectors are not UL Listed. These are products
reportedly used in Canada. In addition the continued new reports of failures must still be old
technology products or from misapplied products. The fact that current products are not readily
available or extremely expensive leaves one to conclude that users are finding and using alternatives.
Is it possible to receive and review these reports?

UL has in the past responded in writing to all of the CPSC comments as well as all other
interested parties. Our response weighs concerns from consumers, manufacturers, government
agencies, and all interested parties. CPSC’s staff dissatisfaction with some of UL’s past responses
may be due to their one-sided approach which may be slanted due to some past studies. These
studies were manipulated to show a certain performance. These studies also could not be duplicated
due to the test method used. We should not let these past studies deter the introduction of a new and
viable product from the market.

To satisfy the CPSC concerns, UL is willing to participate in additional testing of this
product. However any additional testing should be pertinent, reasonable, and reproducible. In
addition we should subject a variety of current products to the same test program, including the
recommended crimp connection. This will provide a good basis for comparison.

Reports on the number of Copalum products in use would be noteworthy. Does CPSC have
any records on the use of Copaium and any failure reports.

9. Mechanical Integrity With No. 10 and 12 AWG Solid Aluminum Conductors-

The CPSC comment seems to be more related to technique by the installer. Other types ot
products as well as crimp tool applied and copper only twist-ons could also manipulated to come
apart when positioned into boxes. We have not received any reports of such cases involving twist-
ons. Can CPSC provide them for study?

10. Limited Technical Data to Support Twist-on Connector for Aluminum Wire-

UL has not conducted a chronic study on this product. UL normally does not conduct
chronic studies. Chronic studies are performed when a long term problem has surfaced. It is unfair
to compare the performance of the past products to this new product.

If chronic studies were performed on all new products, it would take years for new and
innovative products to become available.-

Have there been any chronic studies conducted on the long term performance of the
alternative type products? Can CPSC provide?
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UL is willing to assist CPSC in reevaluating and revising the position stated in the CPSC publication
#516 “Repairing Aluminum Wiring”. When new products become available, we must work
cooperatively to enlighten users of afl alternatives.



(Material Submitted by Ideal Industries, Inc.) —_
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Responses to CPSC Staff Concerns
1. Wiring used to test the connectors differs from wiring installed in
many homes.
The Twister AL/CU was developed and tested using a variety of different aluminum
and copper conductor materiais. All testing was conducted on unused (fresh sample)
conductors.

Specific examples of aluminum conductors used include:

Coleman Cable and Wire -12 AWG Solid. Carton stamped Jan 3, 1969.
10 AWG Solid. June 18,1968,

Senator 10 AWG Solid. March 14, 1972,
12 AWG Solid. June 21, 1974,

Senator 10 AWG Solid. August 5,1975.

Southwire 10 & 12 AWG Solid. July 20,1990.

10 AWG Stranded. August 10,1992,
12 AWG Stranded. October 28, 1993,

Our testing of the Twister AL/CU demonstrated no discernible differences in
performance related to either the brand or age of aluminum conductors used,

2. UL Standard for Twist on Connectors Lacks Environmentat Testing.

The Twister AL/CU is intended only for use in applications which conform to the
National Electric Code. The Twister AL/CU is UL listed for dry locations only.

Our connector testing programs include such elements as temperature rise, long term
high temperature aging, mechanical strength, long term over-current performance and
insulation dielectric strength.

We have not done extensive testing for conditions where the connector is not
permitted or intended. For example, we have not done salt spray, corrosive
environment or high-humidity testing. Such tests could be performed, of course.

We believe the Twister AL/CU testing we have conducted is appropriate and
comprehensive.



3. Connectors likely to be misapplied by Consumers.
It is widely recognized that connection failures can result from improper application,

Our experience with failed connections is that virtually all result from failure to follow
instructions or from a gross misapplication of product.

We do not agree that the Twister AL/CU instructions are inordinate or unigue. We
believe all our connector appiication instructions are clear and complete. The Twister
AL/CU instructions are consistent with other connector products and time proven to be
fully satisfactory.

We continue to review instructions for clarity and conciseness to maximize ease of
understanding and use by our customers.

4. Anti-Oxidant compound used in the connector is flammable.

Our antioxidant is rated for higher temperature use than most wire conductor
insulations.

The antioxidant is not intended for direct exposure to open flame. It will ignite when
exposed to an open flame,

The polybutene suspension media used in our antioxidant has a flash point of 310 F,
a fire point in excess of 330 F and may spontaneously autoignite at temperatures in
excess of 500 F. It will decompose at temperatures above 518 F.

Noalox has been widely used as a safe and effective oxide inhibitor for 27 years.

5. Connector made of flammable Thermoplastic material.

The connector shell material is made from a proprietary flame retardant polypropylene
which is UL yellow card listed and flame rated at 94V-2.

The material is thermoplastic and will melt when heated. Our testing confirms that the
material will not support a flame. The material is self extinguishing.

This same electrical grade of polypropylene is used in many of our connectors.

Polypropylene has proven a safe and reliable material for over 20 years.

N



6. Connazctor violates principle of safe wire to wire electrical splice.

Pretwisting of conductors is not required because proper application of the connector
provides a controlled twist. The tapered threads of twist on connectors apply high
pressure to draw the conductors in while twisting them and forcing them together. This
process assures a high pressure joint of low electrical resistance.

The purpose of the cannector spring is to provide a controlled mechanical threadiike
grip and is not intended to provide additional current paths. Our laboratory tests
repeatedly confirm that springs conduct negiigible electric current. As further
evidence, IDEAL has sold billions of All Plastic connectors which contain no metallic
spring inserts and provide very low resistance, highly satisfactory connections.

Twist on connectors provide superior connections than do steel and copper crimp
connectors such as those offered for sale by IDEAL and other manufacturers.

7. Aluminum wires instailed in homes are weak in resisting shear
fracture.

Aluminum conductors are more susceptible to shear fracture than are copper
conductors.

Because of aluminum strength limitations, IDEAL instructs users to “Cut and restrip
wires 1/2 of an inch.” when installing the Twister AL/CU connector.

Properly applied twist on connectors should show 1 and 1/2 twists to 2 twists of the
wires outside the connector to assure a reliable connection.

The combination of the tapered Twister AL/CU entry and the lubricity of the antioxidant
provide strain refief and a means of smooth, controlled application.

8. Field failures involve twist on connectors with aluminum wire.

We are well aware of the problems experienced with atuminum wire during the
1970's.

We did participate and fully support the more stringent requirements for aluminum
wire connections (UL 486C) developed in the early 1980's.

IDEAL INDUSTRIES has not received any customer complaints regarding aluminum
wire connections. We have not received any notice of failures or problems with IDEAL
twist on connecters related to aluminum wire.

We would appreciate any specific or veritiable field failures or complaints refated to
IDEAL INDUSTRIES products,



9. Mechanical integrity with No 10 and No. 12 AWG solid wire
conductors,

It appears that improper technique is the main reason for the concern. However, we
may not fully understand the exact nature of this concern as it is described.

We would appreciate a more detailed explénation if related to IDEAL INDUSTRIES
products.

10. Limited technical data to support twist on connector for aluminum
wire,

We have been producing connectors for 60 years.

Many of our products, particularly lugs, are designed and listed for use with
aluminum- to-aluminum and aluminum-to-copper connections. These materials
can be connected in a very safe and reliable manner.

Millions of IDEAL twist on connectors 'were applied to aluminum wire before the effect
of UL Standard 486C in 1987. We doubt that ali these connectors were replaced and,
in the absence of any specific complaints or notice, we conclude that these standard
connectors are performing in a fully satisfactory manner.

Unfortunately, we aiso believe that many of our standard connectors and those of
other manufacturers are still being improperly used on aluminum wires directly in
conflict with UL Standard 486C.

The Twister AL/CU connector was developed and extensively tested to address this
unfortunate situation, to offer a technical solution to needs to retrofit copper wire to 10
and 12 AWG aluminum wiring and to do so to tests defined by UL 486C.

Marketplace response has quickly confirmed the need for the Twister AlL/CU and has
been very gratifying.

IDEAL INDUSTRIES, INC. believes the Twister AL/CU js completely safe when
applied in accordance with all applicable codes and our written instructions.

We wilt be happy to conduct additional testing or to participate in any scientifically
controlled testing to address any long term safety concerns expressed by CPSC.



J. ARONSTEIN

_CONSULTING ENGINEER

MECHANICAL AND MATERIALS ENGINEERING

BME, MSME, Ph.D, N.Y.S. P.E. LIC. NO. 39860

50 PASTURE LANE : PouGcHXEEPSIE, N.Y. 12603
PHOME: (914) 462-6452

William H. King, Jr., Manager October 10, 1995
Div. of Electrical Engineering

U.S. Consumer Product Safety Commission

4330 East West Highway Rm. 611 North

Bethesda, MD 20814

Subject: Meeting 9/28/95, Twist-on splices, aluminum to copper wire.

Dear Mr. Xing:

Enclosed per your request is a color copy of the slides used in my presentation
at the subject meeting . Descriptive captions have been added to convey the

significance that the slides had in the context of the meeting. An index by
subject is as follows:

Slide #'s
A. Pigtailing, instructions and illustration........... e e 1-3
B. CPSC pigtailing test failures, examplesS. ... civitcewncncacenn 4-7
C. Additional test failures, basic Z-wire splice............... 8-9
D. Examples of field failures. ... ..iiiiintr ittt eaanncenmannnnn 10-16
E. Failure to make adequate wire-to-wire metallic contact...... 17-19
F. Equivalent circuits, general case and newly made............ 20-23
G. Current flow in steel spring, newly made connections........ 24
H. Deterioration process and CONSeqUeNCe. .. veurenraenennennnans 25-27
I. Why the UL High-Current Cycle test is inadequate............ 28-29
J. "Bpecial Service" connector failures (similar standard)..... 30-32
K. The repair recommended DY CPSC. . i v s i neeerennececnnnsanaanns 33-34

L. Special installation method for twist-on splice w/aluminum..35-4%

M. Special Concern - shell and inhibitor ignite/burn readily...50-55

Please contact me if there are any questions.

Yours truly
o

/f,zo’:.—t.— (/{1" > T
(4? Jesse Aronstein, Ph.D., P.E.
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CONCLUSIONS

1. The S connector will fail in
significant numbers in residential long-term service in

the aluminum wire pigtailing application.

2. The failure mode invoves overheating where, at normal

operating current, the steel spring becomes red hot.

3. Both the shell and the oxide inhibitor inside the

- connector ignite readily and burn freely, increasing - -

the fire hazard substantially when failures occur.



